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design size offset article-no. possible tyre sizes notes

Speedy 7,5 x 17 33 L 440 4204 01 FA 215/45, RA 215/45

FA 225/45, RA 225/45 1), 1)

7,5 x 18 35 L 440 4205 01 FA 225/40, RA 225/40 1) 2), 1) 2)

MS 3 (7,5 x 17)

MS 4 (7,5 x 18)

RS 1    8 x 17 31 L 440 4173 01 FA 225/45, RA 225/45 11) Z), Z)

FA 225/45, RA 245/40 11) Z), Z)

26 L 440 4173 02 FA 225/45, RA 225/45 11) 17) Z), Z)

FA 225/45, RA 245/40 11) 17) Z), 21) 22) 27) Z)

   8 x 18 31 L 440 4170 03 FA 225/40, RA 225/40 11) Z), Z)

FA 225/40, RA 245/35 11), 

FA 225/40 11)

26 L 440 4170 04 FA 225/40, RA 225/40 11) 17) Z), Z)

FA 225/40, RA 245/35 11) 17) Z), 21) 22) Z) 

FA 225/40 11) 17) Z)

   9 x 18 31* L 440 4171 02 RA 245/35 Z)

RA 255/35 21) 22) Z)

26* L 440 4171 03 RA 245/35 21) 22) Z)

RA 255/35 21) 22) Z)

RS 4  8,5 x 18 32 L 440 4157 00 FA 225/40, RA 225/40 11) Z), Z)

FA 225/40, RA 245/35 11), 

FA 225/40, RA 255/35 11), 21) 22)

FA 225/40 11)

25 L 440 4157 03 FA 225/40, RA 225/40 11) 17) Z), Z)

FA 225/40, RA 245/35 11) 17), 21) 22)

FA 225/40, RA 255/35 11) 17), 21) 22)

FA 225/40 11) 17)

  9,5 x 18 32* L 440 4158 00 RA 245/35

RA 255/35 21) 22)

25* L 440 4158 03 RA 245/35 21) 22) 27)

RA 255/35 21) 22) 27)

Light alloy wheels for SLK R171 & R170

one-piece rim 

polished

not in combination with 

tyre pressure control 

(code 475)

one-piece rim 

silver-painted

one-piece rim 

darkchrome



RS 5 8,5 x 18     31 L 440 4184 02 FA 225/40, RA 225/40 11) Z), Z)

FA 225/40, RA 245/35 11), 

FA 225/40, RA 255/35 11), 21) 22)

FA 225/40 11)

26 L 440 4184 04 FA 225/40, RA 225/40 11) 17) Z), Z)

FA 225/40, RA 245/35 11) 17), 21) 22)

FA 225/40, RA 255/35 11) 17), 21) 22)

FA 225/40 11) 17)

9,5 x 18     31* L 440 4185 02 RA 245/35

RA 255/35 21) 22)

26* L 440 4185 04 RA 245/35 21) 22) 27)

RA 255/35 21) 22) 27)

8,5 x 19     31 L 440 4186 02 FA 225/35, RA 225/35 11) Z), Z)

FA 225/35 11)

26 L 440 4186 04 FA 225/35, RA 225/35 11) Z), Z)

FA 225/35 11)

9,5 x 19     31* L 440 4187 02 RA 255/30 21) 22)

26* L 440 4187 04 RA 255/30 21) 22) 27)

RS 6 8,5 x 18     31 L 440 4188 02 FA 225/40, RA 225/40 11) Z), Z)

FA 225/40, RA 245/35 11) Z), Z)

FA 225/40, RA 255/35 11) Z), 21) 22) Z)

FA 225/40 11) Z)

26 L 440 4188 04 FA 225/40, RA 225/40 11) 17) Z), Z)

FA 225/40, RA 245/35 11) 17), 21) 22)

FA 225/40, RA 255/35 11) 17), 21) 22)

FA 225/40 11) 17)

9,5 x 18     31* L 440 4189 03 RA 245/35

RA 255/35 21) 22)

26* L 440 4189 05 RA 245/35 21) 22) 27)

RA 255/35 21) 22) 27)

   9 x 19 26 L 440 4190 04 FA 225/35, RA 225/35 11) Z), Z)

FA 225/35 11)

  10 x 19 26* L 440 4191 05 RA 255/30 21) 22) 27)

RS 8 8,5 x 19     31 L 440 4198 04 FA 225/35, RA 225/35 11) Z), Z)

32 L 440 4199 04 FA 225/35 11)

26 L 440 4198 05 FA 225/35, RA 225/35 11) Z), Z)

27 L 440 4199 05 FA 225/35 11)

9,5 x 19     31* L 440 4200 04 RA 255/30 21) 22)

32* L 440 4201 04

26* L 440 4200 05 RA 255/30 21) 22) 27)

27* L 440 4201 05

one-piece rim 

polished

one-piece rim 

silver-painted

one-piece rim 

polished



design size offset article-no. possible tyre sizes notes

LM 5 8,5 x 18 31 L 440 4146 03 FA 225/40, RA 225/40 11) Z), Z)

FA 225/40, RA 245/35 11) Z), Z)

FA 225/40, RA 255/35 11) Z), 21) 22) Z)

FA 225/40 11) Z)

26 L 440 4146 04 FA 225/40, RA 225/40 11) 17) Z), Z)

FA 225/40, RA 245/35 11) 17), 21) 22)

FA 225/40, RA 255/35 11) 17), 21) 22)

FA 225/40 11) 17)

9,5 x 18 31* L 440 4147 02 RA 245/35

RA 255/35 21) 22)

26* L 440 4147 03 RA 245/35 21) 22) 27)

RA 255/35 21) 22) 27)

8,5 x 19 31 L 440 4148 03 FA 225/35, RA 225/35 11) Z), Z)

FA 225/35 11) Z)

26 L 440 4148 04 FA 225/35, RA 225/35 11) Z), Z)

FA 225/35 11)

9,5 x 19 31* L 440 4149 02 RA 255/30 21) 22)

26* L 440 4149 03 RA 255/30 21) 22) 27)

LM 6 8,5 x 19     31 L 440 4166 02 FA 225/35, RA 225/35 11) Z), Z)

FA 225/35 11)

26 L 440 4166 04 FA 225/35, RA 225/35 11) Z), Z)

FA 225/35 11)

9,5 x 19     31* L 440 4167 02 RA 255/30 21) 22)

26* L 440 4167 04 RA 255/30 21) 22) 27)

further wheel -/tire-combinations on request!

Two-piece rim 

polished

two-piece rim 

polished

with ABE

re-form front fender housing by means of hot air, relocate rubberhoses

check wheel covering FA, if necessary front bumper needs to be extended 

out

retouch wheel cutout RA

flare wheel cutout RA

check wheel covering RA, if necessary rear apron needs to be extended out

FA = front axle       

RA = rear axle

The  wheel-/tire combinations are only valid in combination with the respective TÜV 

certification.

After having mounted Lorinser wheels or suspension, original wheels can sill be used

therefore we recommend to order winter tires for new cars.

Locking wheel bolts – 

better safe than sorry – available for all Lorinser 

light alloy wheels. 

Equipped with locking wheel bolts you can only 

detach the bolts with the respective key. Protect 

your valuable wheels against theft!
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